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TECHNICAL NOTE NO. 480

THE DRAG OF STREAULINE WIRES

By Eastman N. Jacobs
SUMMARY

Preliminary results are given of drag tests of stream—
line wires., Full-size wires were tested over a wide range
of speeds in the N.A.C.A. high~speed tunnel. The results
are thus directly applicable to fulle~scale problems and
include any compressibility effects emncountered at the
higner speeds.

The results show how protuberances may be employed on
conventional streamline wires to reduce the drag, and also
show how the conventional wires compare with others having
sections more like strut or symmetrical airfoil sections.

Because the new wire sections developed are markedly
superior aerodynamically to conventional wires, it is recw
ommended that some of them be tested in service in order
to investigate their relative susceptibility to vibration
and to fatigue failure.

INTRODUCTION

Although the drag of the lenticular section commonly
employed for streamline wires has been known for many
vyears to be rather large as compared with that of the best
strut sections, flow observations made recently in the
N.A,C.A. sroke tunnel again called particular attention to
the fact that the flow about the lenticular section should
be considered unsatisfactorye Separation of the flow from
the surface may occur nearly as far forward as nid section,
leaving a wide dead-air region and a turbulent weke, Pro-
tuberances were placed on the lenticular section with the
expectation that the turbulence created by them would, by
scouring out the dead air, improve the entire flow. Ob-
servations of the flow about an enlarged replica of a
streamline wire (c = 10 inches) in the smoke tunnel (see
fig. 1) -indicated that the flow was definitely improved
by the addition of protuberances, bdut the drag could not
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be inferred from the flow observations with sufficient ac-
curacy to permit the determination of the optimum protu-
berance size, position, and shape.

Following these investigations the Bureau of Aero-
nautics, Navy Department, requested the N.A.C.A. to make
comparative drag tests of standard streamline wires and
of two new ones supplied by the Navy Department and here
designated as B wires, one having a strut-type section of
normal fineness ratie and the other a section of small
fineness ratio. This request resulted in the combining of
the investigations and the transferring of the tests to
the high~speed wind tunnel, where full-scale wires could
be tested at full speed and the drags accurately measured.
A test program was formulated and extended to include the
investigation of various wire section shapes. The re- .
‘search is not yet complete, this report being a prelim-
inary one presenting the results obteined to date.

WIRE SECTIONS

Two streamline wires having lenticular sections were
used in the investigation. The first, which will be re-
ferred to as the small standard wire, was a nominal 5/16-
inch streamline wire that had been in service and was not
refinished before testing. The measured section is shown
on figure 2., The other one is referred to as the large
standard wire, and was a specially made model having the
S.A.E. specified shape (reference 1) but of the same size
as a service nominal 1/2-inch streamline wire. As com-
pared with the small standard wire it therefore had a reil-
atively accurate form and a smooth surface. This wire is
the one that was tested with protuberances, which consist-
ed of small round wires soldered along its surfaces.

The two B wires have sections similar to strut sec—
tions, as shown by the profiles drawa in figure 2 plotted
directly from measurements of the sections from an arbi-
trary axis. The one that will be referred to as the thick
B section has a small fineness ratio, and the- otaer, the
thin B sectlon, has. approximately a norunal. flneness ‘ratio
for a streamline wire.
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. The now soctions investigated were developed from
the ¥.A.,C.A, family of airfoils, the section numbers be~
ing as follows:

) NQA.CIA' 0025-34
N.A.C.A3 G025-63
N-A.GQA' 0625—64

N.A.C.A, 0025-65

The 0025 denotes a symmetrical airfoil of thickness 0.,25¢c
(fineness ratio 4). The numeral 6 following the dash de~
notes the normal leading-edge radius, and the aumeral 3 a
smaller leading-edge radius. The last figure denotes tae
distance from the leading edge to the position of maximum
thickness expressed in tenths of the chord., These pro-
files are included ih figure 7. Some important geometri-
cal characteristics of all the sections investigated and
tho ordinates of the N.A.C.A., 0025~-53 profile arc given
in tablc I .

The tests were made in the N.A.C.A. high-speed tun-
nel, a description of which may be found in reference 2.
The wires were arranged to pass through the lleinch-dian-
eter closed air stream of the tunnel, and were mounted on
the special balance in such a way taat tension could be
applied to them. Observations of the drag and dynanic
pressure were taken at uniform increments of V/Ve, where
Ve 1is the velocity of sound.

RESULTS

" The results are presented in figures 3, 4, 5, &, and
7, as curves of the drag coefficiernt against Reynolds Num-
‘ber, and the speed is shown by numbers on the plotted
points indicating the value of the ratio of V/Vc.‘ In or-
der to facilitate the comparison of wires of equal strengta,
the area used in calculating the drag coefficient is

(1. cross-sectional area), where | is the length of the
wire exposed to the air stream., Similarly, for the
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Reynolds. Humbder, the squa;e root of tie cross=sectional
area is used as the characteristic dimension.. Thus, edual
drag coefficients correspond to ecual drags for wires hav-
ing approximately equal strengtiis, .and similarly equal
Reynolds Numbers correspond to equal velocities for wires
of equal strengths. The drags and Reynolds Mumbers are
therefore computed from the foruulas

5

v T v . : N i L
D=2¢Cp e_t 1./ ¢gross—section nal area

R = Vw/cro s~sect10na1 area

18

/' .

where Cp and R are tme drag coefflclent and the Reynolds
Number, respectively, 1 1is the length of the wire, o
the mass density of the air, and vV the kinematic viscos~
~ity. The areas and lengtis as well as the other guanti-~
ties must, of occurse, be expressed in consistent units,
It should also be noted that .if the data are employed to
determine the drag of wires at very aigh speceds and under
any ¢iven atmospheric conditions, the curves as plottoed
caanot be taken to give correctly the drag cooificient

at a given Reynolds umber for a wire of the size tested,
but apply accarately oanly to wires for which the Reynolds
Number and. V/Vc ratio of the tests arc both reproduced.,

DISCUSSION

. Standard wires.~ In reference to the curves in figure
3, representing the drags of the standard lenticular-
section wires, a comparison of the curves for the two
wires indicates that the drag uwmay be to a considerabie ex—
tent dependent qr the accuracy of the section form and the
condition of its surface., The higher drag of the smaller
wire at the hizh Reynolds Fumbers may, however, be due to
~certaln compressibiiity effects that may occur at lower
specds for the smaller wire. The drag of the larger wire
drops from a coefficient of approximately C.2 at a Reynolds
- Number, of 20,000 to approximately 0,09 at a Reynolds Num-
ber of 70,000, This range of the Reynolds Number corre-
sponis to speeds between 79 and 275 miles per hour for.a
nominal 1/2—1nch streamllne wire for staﬁdard atmosphuric
conditions at sea levels ‘
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A comparison of these results with the results of
somé drag measurements of streamline wires made several
' years ago in the N.A.C.A. variable-density tuunel (refer-
‘ence 3) may be of some incidental interest. The compari-
son shows fairly satisfactory agreement except that the
present results, which are from .-tests in the comparative-
ly nonturbulent air stream of the high~speed tunnsel, show
the drop of the drag coefficient to occur at values of the
‘Reynolds Number about 70 percent higher,

B wires.~ Referring again to figure 3, it is seen
that the thick B wire, owing to its excessive drag, is .of
little interest. The thin B wire, however, gives a con-
siderably lower drag than either standard wire, although
other tests to be discussed later indicate that hetter
wires may be developed. Tests were made to investigate
the thin B wire at small angles of attack. The results,
which are shown in figure 4, like other results obtained
for a standard wire which was also tested at a fow small
angles of attack, indicate that the drag may be somewhat
reduced at the lower values of the Reynolds Number. The
dissymmetry of the curves at negative and positive angles
is probably due to dissymmetry of the section. (See fig.
2.,) The axes of the sections from which the angles were
measured were determined with respect to 90° v blocks
clanped on the wires at the leading and trailing edges.

Protuberances.~ One of the drag curves shown in fig-
ure 3 indicates the characteristics of the large standard
wire with the optimum protuberance arrangement found as a
result of these tests. The protuberances consist of two
0+004c~diameter round wires soldered along the surface
of the main wire at the mid-section position. These re-
sults show that the drag of the lenticular section may be
made to approach that of a streamline section by the addi-
tion of protuberances, The results of varying the protu-
berance size (fige 5), which are from tests with the pro-
tuberance located at the gquarter-chord position, indicate
that the smallest protuberance is the most satisfactory.
The effects of this protuberance were then studied as the
protuberance position was varied as shown in figure 6.
These results indicate that the mid-position is.the most
satisfactory, which is very fortunate because it is by
far the most practical position from the standpoint of
the nmanufacturer or operator.

Special sections.~ The ciaracteristics of the new
streamline wire sections developed from the N.A.C.A. fanm-
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ily of a1r¢01ls are conpﬁrcd W“tu tae. cneracter1et1cs of
the standard lenticular section in ¢¢gure 7. These re~
sults indicate that the position of naximum thickness for
the section should_bevwell forward, as shown by the fact
that the C025-63 section gives the best.characteristics.
It will be noted that: thls section is mariedly superior
to the standard 1entlcular section for all Reynolds Ilum-
bers and speeds within the useful range, In other words,.
evon waen the lenticular section is Operating at 1ts min-
imum drag:coefficient a further reduction in drag of ap-
prox:mately 40.; percent is possible by.substituting the. .
HeAe Cuds 0025~63 section, The advantages of this sectlon
over the lenticular section with protuberancos are less -
marlked, however, and other advantagcs of the 1e“ticular
section, includlng its fore and aft symmetry permlttlng
teu91on14g adJustme“tﬂ to be made . in 4alf-turn steps

will probably dictate tho immodiatoe wdoptlon of the bCC"
tion with protuberauces in prefcreacc to an airfoil S6C~ -
tion,. .

RECOMLENDATION

It is recomrended that w1r¢s aav1ng the 1ent1cular
section with protuberances axd wires havwdg the N.A.C.A,
0025-63 section be given service tests in order to ‘deter—
mine whether or npt they are more subject to vibration or
to fat1gue failure than standard streamline wires.

Langley ”enor1a1 Aeronautlcal Laboratord, RS
- Natienal Advisory Committee. for Aerorautics, A
Langlay ‘Field, Vae., Novenber 6, 1933.
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TABLE I
CROSS~SECTION AREAS AD PINENESS RATIOS
in terms of the chord ¢, and the thickness t
lodel Area Tineness %
Thin B wire 0,742 ¢ ¢ 3e66
Thick B wire 734 ¢ t 2.00
5/16-inch standard wire .760 ¢ t 3.88
1/2~-inch standard wire .760 ¢ t 4,00
N.,A.C.A. 0025-34 703 ¢ t 4,00
-.N.QA.CCAO 0025—63 .696 [od t 4-00
¥.A,C.A., 0025-64 ,720 ¢ t 4,00
I\T.ADC'A' 0025-65 .754 C t 4:.00
Ordinates of the N.A.C.A. 0025-83 section
Station Ordinate Station Ordinate
0.0125 0.0399 0.40 0.1218
.025 .0553 « 50 «1127
.05 .0754 . 60 .0983
.075 0891 .70 0784
.10 .0993 .80 .0563
el1l5 .1128 .90 .0308
«20 - «1204 .95 »,0169
« 30 « 1250 1,00 .0025
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With protuberances

Figure 1.- Flow about a lenticular section as a
tuberances.

ffected by pro-
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Figure 3.- Drag coefficients for various sireamline wires.
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Figure 4.- Cp as affected by small variations of angle of attack
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Figure 5.- Variation of protuberance size.
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Figure 6.- Variation of protuberance position.
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Figure 7.- Variation of section shape.




